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ONE PIECE HUB COVER SYSTEMS 

HALTEC NO. WHEEL TYPE PACKAGE INCLUDES

087100S 33 mm Hub Piloted 2 rear covers & tool, Alcoa packaging

087100B 33 mm Hub Piloted 1 rear cover & tool, plain packaging

086100S 33 mm Hub Piloted 2 front covers & tool, Alcoa packaging

086100B 33 mm Hub Piloted 1 front cover & tool, plain packaging

H-20
For 30mm hex �ange nuts. *Requires a minimum of 3 
threads protruding through lug nut; Black spacer not 
applicable with short lug nut. 

H-22
For 33mm hex �ange nuts. *Requires a minimum of 3 
threads protruding through lug nut; Black spacer not 
applicable with short lug nut.

H-20

H-22

001102 001103

LIGHT DUTY TRUCKS

HALTEC NO. WHEEL SIZE BOLT CIRCLE PACKAGE INCLUDES

001102 19.5 x 6" Hub Pilot 8 x 225 mm 1 Front

001103 19.5 x 6" Hub Pilot 8 x 225 mm 1 Rear

110203 19.5 x 6" Hub Pilot 8 x 225 mm 2 Fronts & 2 Rears

For Ford F450 & F550 Model years 2005-2016

100450 19.5 x 6" Hub Pilot 10 x 225 mm 2 Fronts & 2 Rears

001004 19.5 x 6" Hub Pilot 10 x 225 mm 1 Front cover

001005 19.5 x 6" Hub Pilot 10 x 225 mm 1 Rear cover

For Ford F450 & F550 Model years 2017+

001006 19.5 x 6" Hub Pilot 10 x 225 mm 1 Front cover

001007 19.5 x 6" Hub Pilot 10 x 225 mm 1 Rear cover

100455 19.5 x 6" Hub Pilot 10 x 225 mm 2 Fronts & 2 Rears

Application: Snaps on over lug nuts and center hub.

ALCOA’S NEW HUB COVER SYSTEMS
THEY’RE ONE-PIECE WONDERS!
Fits wheels 19.5", 22.5" and 24.5", Hub pilot, 33 mm hex 
�ange nut with 10 x 285 mm. Alcoa’s new hub cover system 
provides an easy way to upgrade the appearance of new 
and older trucks. This quality-tested, road-proven hub cover 
system is built to the precise speci�cations you would 
expect from Alcoa, the world leader in heavy-duty wheels. 

This unique, one-piece design provides:
� Reduced installation time with 1 part vs. 11
� Highly re�ective superior �nish
� Patented on-off attachment design
� On-off removal for DOT inspection
� 2-year warranty

087100S 086100S

Application: Place cover over hub and secure with nut cover.

TRUCKS, BUSES AND TRAILERS

HALTEC NO. DESCRIPTION BOLT CIRCLE V

082012 Kit for 30 mm hex �ange nuts (includes fronts and rears) 8 x 275 mm 2-008201, 2-008202, 32-H-20

082122 Front hub cover kit for 33 mm hex �ange nuts; steers 8 x 275 mm 2-008221, 16 H-22

082133 Rear hub cover kit for 33 mm hex �ange nuts; drives 8 x 275 mm 2-008222, 16 H-22

008201 Front Hub Cover for 30 mm hex �ange nuts 8 x 275 mm 1 Front Hub Cover & 8 lug nut covers (H-20)

008202 Rear Hub Cover for 30 mm hex �ange nuts 8 x 275 mm 1 Rear Hub Cover & 8 lug nut covers (H-20)

008221 Front Hub Cover for 33 mm hex �ange nuts 8 x 275 mm 1 Front Hub Cover & 8 lug nut covers (H-22)

008222 Rear Hub Cover for 33 mm hex �ange nuts 8 x 275 mm 1 Rear Hub Cover & 8 lug nut covers (H-22)

140230B Front hub cover kit for 30 mm hex �ange nuts; stainless steel 8 x 275 mm 2-001402, 16-000230

109176B Rear hub cover kit for 30 mm hex �ange nuts; stainless steel 8 x 275 mm 2-001109, 16-000230

140233A Front hub cover kit for 33 mm hex �ange nuts; stainless steel 8 x 275 mm 2-001402, 16-000233

109176A Rear hub cover kit for 33 mm hex �ange nuts; stainless steel 8 x 275 mm 2-001109, 16-000233

001402 Front hub cover for 30 mm and 33 mm 8 x 275 mm 1-Front cover

001109 Rear hub cover for 30 mm and 33 mm 8 x 275 mm 1-Rear cover, 1-Bolt, 1-Bracket

000230 Lug nut cover for 30 mm hex �ange nuts 8 x 275 mm 1-Lug nut cover

000233 Lug nut cover for 33 mm hex �ange nuts 8 x 275 mm 1-Lug nut cover

001763 Knob for rear hub cover 8 x 275 mm 1-Bolt

001834 Bracket for rear hub cover 8 x 275 mm 1-Bracket

109176A140233A 008221 008222COVER KITS FOR 10-HOLE 22.5" & 24.5" 
WHEELS

HALTEC 
NO.

WHEEL 
TYPE

NUT 
COVER APPLICATION/PACKAGE

076185B* Hub Piloted H-185 
(33 mm)

Cover is secured by screwing the H-185 
directly onto stud threads; Box

076155B Ball-Seat H-155 
(1 1/2")

Cover is secured by screwing the H-155 
onto inner clamp. Inner clamp is placed 
on stud threads; Box

076188B Hub Piloted H-188 
(33 mm)

Cover is secured by screwing the H-188 
onto inner clamp, Inner clamp is placed 
on stud threads; Box

076085* Hub Piloted H-185 
(33 mm)

Cover is secured by screwing the H-185 
directly onto stud threads; Reusable 
Bin includes 20 nut covers, 
2 hub covers & tool

076015 Ball-Seat H-155 
(1 1/2")

Cover is secured by screwing the H-155 
onto inner clamp. Inner clamp is placed 
on stud threads; Reusable Bin includes 
20 nut covers, 20 inner clamps, 2 hub 
covers & tool

076018 Hub Piloted H-188 
(33 mm)

Cover is secured by screwing the H-188 
onto inner clamp. Inner clamp is placed 
on stud threads; Reusable Bin includes 
20 nut covers, 20 inner clamps, 2 hub 
covers & tool

077185B* Hub Pilot H-185 
(33 mm)

Cover is secured by screwing the H-185 
directly onto stud threads; Box

077155B Stud Pilot H-155 
(1 1/2")

Cover is secured by screwing the H-155 
onto inner clamp. Inner clamp is placed 
on stud threads; Box

077188B Hub Pilot H-188 
(33 mm)

Cover is secured by screwing the H-188 
onto inner clamp, Inner clamp is placed 
on stud threads; Box

077085* Hub Pilot H-185 
(33 mm)

Cover is secured by screwing the H-185 
directly onto stud threads; Reusable 
Bin includes 40 nut covers, 4 hub 
covers & tool

077015 Stud Pilot H-155 
(1 1/2")

Cover is secured by screwing the H-155 
onto inner clamp. Inner clamp is placed 
on stud threads; Reusable Bin includes 
40 nut covers, 40 inner clamps, 4 hub 
covers & tool

077018 Hub Pilot H-188 
(33 mm)

Cover is secured by screwing the H-188 
onto inner clamp. Inner clamp is placed 
on stud threads; Reusable Bin includes 
40 nut covers, 40 inner clamps, 4 hub 
covers & tool

*Requires a minimum of four threads per stud.

077085

077188B

076188B

076085

WHEEL COVERSALCOA ALCOAWHEEL COVERS
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AJ-506-B

THESE PRODUCTS, AS WELL AS ALL TIRE 
TOOLS, SHOULD NEVER BE USED BY PERSONS 
UNLESS THEY HAVE BEEN TRAINED PROPERLY 
ACCORDING TO OSHA REGULATION #29CFR 
1910.177 ENTITLED �SERVICING SINGLE-PIECE & 
MULTI-PIECE RIM WHEELS.�

 TECH TIP

AJ-1006

HALTEC 
NO.

AME 
NO.

CYLINDER 
CAPACITY 
(TONS)

STROKE 
(INCHES)

CYLINDER 
EFFECTIVE
AREA (IN2)

OIL 
CAPACITY 
(IN3)

COLLAPSED
HEIGHT (IN)

WEIGHT 
(LBS.)

AJ-102 13010 10 2.13 2.23 4.75 4.78 5.1

AJ-106 13030 10 6.13 2.23 13.67 9.75 9.4

AJ-110 13050 10 10.13 2.23 22.59 13.75 12.9

AJ-30 13060 30 2.44 6.5 15.85 4.5 13.8

AJ-506 13120 55 6 11.05 66.3 10.97 31.5

AJ-1006 13000 100 6 20.65 136.91 14.06 45

HYDRAULIC RAMS
These rams are recommended for use in pushing off-rear beads on earthmover 
wheels. Can be used for all earthmover truck tires. Can also be used as a general 
purpose cylinder. Maximum operating pressure of 10,000 PSI. Designed for use in 
all positions. Made in the USA. A coupler and dust cap are included with all models.

BBH-10 �COMBI� BEAD BREAKER (AME #11010)
The BBH-10 is ideal for use with all truck, farm tractor, 
grader, combine, and skidder tires. The air hydraulic 
movement works on all types of rims except 5-piece 
earthmover rims. Can be used without removing the 
wheel and will not damage the bead or rim. No screws, 
bolts, or attachments. Can be used with Haltec model 
AHP-20 pump, AHP-15 pump, or equivalent 10,000 PSI 
pump.

11020 MODIFIED COMBI TIRE BEAD BREAKER
� �This is the tool operators are most familiar with
� Most parts interchange with common bead breakers in 

the market
� Least expensive bead breaker for new 3-piece wheels
� Larger clamp and feet allow tool to easily clamp 

onto wheels
� Compact design allows the tool to be used on the 

front or back side of wheel
� Weight 38 lbs (17 kg)

TALON-1 OTR BEAD BREAKER (AME #11090)
� �Works on both front and back wheel without 

dismounting wheel from vehicle
� �Works on all new 3-piece 25" wheels or larger
� �Works on all wheels with CAT �Shur-Lok� safety feature
� A must tool for all trucks

16200 UPGRADE KIT FOR 3-PIECE WHEELS
� �Converts standard Combi style bead breakers to �t 

3-piece wheels
� Easy to change � no need to send in for service
� Will �t models from IMT, FEC, Stellar and Esco
� Includes 16150 Kit to guarantee �t on all tools � 

regardless of age

11076 DIAMONDBACK ALUMINUM 
BEAD BREAKER
� �Lightweight aluminum reduces weight by 40%
� Longer feet allow better �t onto wheel/rim
� Feet fully engage rim �ange and push against the 

bead of the tire
� Comes with protective carrying case
� Weight 31 lbs (14 kg)
� Replaces 11075

11077 VOLVO ADAPTER

BBH-10

TALON-1

BEAD BREAKERSHYDRAULIC EQUIPMENT HYDRAULIC JACKS, EQUIPMENTHYDRAULIC JACKS

11020

16200

11076

11077

AJ-506-B (AME #13121)
� Recessed base plate allows jack to nest inside
� Low pro�le saddle ensures precise lifting
� 55 Ton capacity
� 6" (15 cm) Stroke
� 11.75" (30 cm) retracted height / 17.75" (45 cm) max height
� Weight 29 lbs (13.2 kg)

13005 75 TON BLACK JACK SERIES ALUMINUM JACK
� 75 Ton Capacity
� 6" (15 cm) Stroke
� 12" (30.5 cm) retracted height / 18" (48 cm) max. height
� Weight 38 lbs (17 kg)

AJ-1006 100 TON ALUMINUM JACK (AME #13000)
� 6" (15 cm) Stroke
� 12" (30.5 cm) retracted height / 18" (48 cm) max. height
� Weight 38 lbs (17 kg)

13140 55 TON BLACK JACK ALUMINUM JACK
� �Aluminum base plate included on 55 Ton models
� 55 Ton Capacity
� 10" (25 cm) Stroke
� 16.25" (41 cm) retracted height / 26.25" (66.5 cm) max. height
� Weight 38 lbs (17.2 kg)

13005

13140

15002-CRIB STEEL CRIB KIT
� �Steel cribbing is durable � will not bend or warp
� Model 15002 is a complete set (includes 3", 6" & 9" stands)
� Units can be rested together for 18" total lift
� Recessed area on cribbing �ts 7" square plate on 55 ton cylinders
� Each unit contains built in carrying handle
� Tested/Certi�es up to 100 times
� 15012-CRIB: 3", 30 lbs (13.61 kg)
� 15022-CRIB: 6", 53 lbs (24.04 kg)
� 15032-CRIB: 9", 79 lbs (35.83 kg)

15032-CRIB 15022-CRIB 15012-CRIB

HYDRAULIC JACKS 
� Lightweight aluminum for easy handling and placing 

under the vehicle
� Includes �Shut-Off Valve� which allows the pump to be 

removed while the ram is extended
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AHP-15

THESE PRODUCTS, AS WELL AS ALL TIRE TOOLS, 
SHOULD NEVER BE USED BY PERSONS UNLESS THEY 
HAVE BEEN TRAINED PROPERLY ACCORDING TO OSHA 
REGULATION #29CFR 1910.177 ENTITLED �SERVICING 
SINGLE-PIECE & MULTI-PIECE RIM WHEELS.�

 TECH TIP

AHP-25

HOSE 
LENGTH

NO 
COUPLER

HI FLOW 
MALE (16050)

COMPLETE HIGH 
FLOW (16000)

QUICK CONNECT 
FEMALE (TC-371)

COMPLETE 
COUPLER (TC-370)

6’ 16116 16016 16160 16116-TC 16160-TC

8’ 16100 AHP-20H 16030 16100-TC 16030-TC

10’ 16105 AHP-20H-10 16035 16105-TC 16035-TC

12’ 16120 AHP-20H-12 16025 16120-TC 16025-TC

18’ 16110 AHP-20H-18 16020 16110-TC 16020-TC

OTR-1825 GIANT TIRE BEAD BREAKER  
(AME #11000)
� �Most popular tool for breaking beads on earthmover 

tires, sizes 25"-51"
� Works only on 5-piece wheels with bead 

loosening pockets
� 4.25" (10.8 cm) stroke ram
� Use with any 10,000 PSI (700 bar) air/hydraulic pump
� Weight 33 lbs (14.5 kg)

OTR-2000 GIANT TIRE BEAD BREAKER 
(AME #11030)
� �Bead breaker for use on 30" up through 63" 

earthmover wheels
� Originally marked as TO-2000-HA OTR-2000
� 6" (15.25 cm) stroke breaks all beads
� 16270 Kit has longer hoots in order to �t onto 63" wheels
� Used with large capacity (5 quart or more) 10,000 PSI 

(700 bar) air/hydraulic pump
� Weight 52 lbs (23.5 kg)
� Available in 8" stroke P/N 11031

11044 OTR 3000 GIANT TIRE BEAD BREAKER
� Designed specifically to work on Topy and Rimex 

OE wheels found on Terex, Komatsu, Liebherr, and 
Le Tourneau

� Designed to prevent the tool from kicking out while 
under load

� 6" Stroke ram delivers maximum force
� Jaw design works on most wheels 51"-63"
� Weight 54 lbs (24.5 kg)

OTR300J-11046 BEAD BREAKER JAW 
ASSEMBLY � STANDARD (AME #11046)
� Not to be used on CAT Shur-Lok assemblies (see 

AME 11043)

OTR300J-11043 CAT SHUR-LOK BEAD BREAKER 
JAW (AME #11043)

11244 OTR 3000 BEAD BREAKER EXTENSION
� Adapter for 11044 Titan SVM / OVM Wheel

11344 OTR 3000 BEAD BREAKER EXTENSION
� Adapter for 11044 Rimex DGS Wheel

OTR-1825

11044

BEAD BREAKERSHYDRAULIC EQUIPMENT HYDRAULIC JACKS, EQUIPMENTHYDRAULIC JACKS

OTR-2000

OTR300J-11046 OTR300J-11043

11244

AHP-15 3.5 QUART AIR HYDRAULIC PUMP POLYGLASS RESERVOIR 
(AME #15000)
� �Builds 10,000 PSI of pressure to �t the majority of tools on the market
� Operates on 80-120 PSI of inlet air pressure (standard on most compressors and shop air)
� Durable Metal Air Motor Assemblies
� Designed speci�c to conditions normally associated with OTR sites
� Oil Capacity: 3.5 Quarts (3.25 Liters)
� Reservoir Type: Polyglass
� Weight 16 lbs (7.3 kg)

AHP-20 5 QUART AIR HYDRAULIC PUMP POLYGLASS (AME #15020)
� �Bead breakers for use on 39" up through 63" earthmover wheels
� Originally marketed as TO-2000-HA OTR-2000
� 6" (15.25 cm) stroke breaks all beads
� 16270 Kit has longer hooks in order to �t onto 63" wheels
� Used with large capacity (5 quart or more) 10,000 PSI (700 bar) air/hydraulic pump
� Weight 52 lbs (23.5 kg)
� Available in 8" stroke P/N 11031

AHP-25 5 QUART AIR HYDRAULIC PUMP STEEL (AME #15025)
� �Builds 10,000 PSI of pressure to �t the majority of tools on the market
� Operates on 80-120 PSI of inlet air pressure (standard on most compressors and shop air)
� Durable Metal Air Motor Assemblies
� Designed speci�c to conditions normally associated with OTR sites
� Oil Capacity: 5 Quarts (4.7 Liters)
� Reservoir Type: Steel
� Weight 23 lbs (10.4 kg)

AHP-20* 5 QUART AIR HYDRAULIC PUMP STEEL (AME #15920)
� �Builds 10,000 PSI of pressure to �t the majority of tools on the market
� Operates on 80-120 PSI of inlet air pressure (standard on most compressors and shop air)
� Durable Metal Air Motor Assemblies
� Designed speci�c to conditions normally associated with OTR sites
� Oil Capacity: 5 Quarts (4.7 Liters)
� Reservoir Type: Steel
� Weight 23 lbs (10.4 kg)

16016-16160 HYDRAULIC HOSES
� �10,000 PSI (700 bar) working pressure hydraulic hoses
� Equipped with 3/8" NPT ends, including one swivel end
� Meets IJ100 jack hose speci�cation

AHP-20

AHP-20*

9798 HIGH FLOW HYDRAULIC COUPLER (AME #16050)
� �Male end
� Interchange with Enerpac C604 and Power Team/OTC 9795
� Plastic dust cover available

9796 HIGH FLOW HYDRAULIC COUPLER (AME #16060)
� �Female end
� Interchange with Enerpac C604 and Power Team/OTC 9795 9798 9796

11344

AHP-20H
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WHEEL CHOCKS
� �Solid lightweight construction, high-impact urethane material
� Non-conductive, no threat to puncture the tire
� Durable, lightweight, and easy-to-use
� Extensively �eld tested

71050 GOLDEN BUDDY TIRE DEMOUNTER
� �Mount tool assembly for 22.5 and 24.5 tires/wheels
� �Demount assembly for 22.5 and 24.5 tires/wheels
� �Heavy-duty steel construction ensuring long life
� �Nylon rollers protect the bead
� �Sold as a complete set for one low price

71500 BIG BUDDY BEAD BREAKER
� �Easily breaks the most stubborn beads
� User fatigue is reduced through spring-action tip, which 

reduces kick-back
� Wedge tip is forced between the tire bead and wheel rim, 

delivering the blow directly to the hammer tip
� Heavy-duty tool with 1-year warranty

15337 15300

BEAD BREAKERSHYDRAULIC EQUIPMENT

15341 SLJS100 SLJST100

HYDRAULIC JACKS, EQUIPMENTHYDRAULIC JACKS

SLJ15027

15661

14468LT

HALTEC NO. TIRE SIZE MATERIAL LENGTH WIDTH HEIGHT WEIGHT

15336 35 to 55" (900 to 1400 mm) Urethane 13.3" (340 mm) 8.6" (220 mm) 7.8" (200 mm) 7.7 lbs (3.5 kg)

15353 47 to 70" (1200 to 1800 mm) Urethane 13.38" (340 mm) 9.84" (250 mm) 7.8" (225 mm) 13.66 lbs (6.2 kg)

15337 47 to 86" (1200 to 2200 mm) Urethane 18" (475 mm) 12" (305 mm) 9" (225 mm) 13 lbs (6 kg)

15341 31 to 110" (790 to 2790 mm) Urethane 22" (559 mm) 13" (340 mm) 11" (280 mm ) 17 lbs (8 kg)

15338 70 to 118" (1800 to 3000 mm) Urethane 22.5" (570 mm) 13" (340 mm) 14" (355 mm) 19.8 lbs (9 kg)

15342 86.6 to 137.8" (2200 to 3500 mm) Urethane 24" (621 mm) 13.5" (343 mm) 12" (323 mm) 24.3 lbs (11 kg)

15339 110 to 165" (2800 to 4200 mm) Urethane 26.7" (680 mm) 13" (337 mm) 14" (355 mm) 30.86 lbs (14 kg)

15300 Up to 35" (900 mm) Rubber 11.5" (292 mm) 10" (254 mm) 7.25" (184 mm) 10 lbs (4.5 kg)

15301 Up to 35" (900 mm) OTR tires Rubber 11.75" (298.5 mm) 11.5" (292 mm) 10" (254 mm) 22 lbs (10 kg)

15301

71050

71500

SUPERLIFT JACKS
Air/Hydraulic Mining Jacks from 100-250 Ton. Each jack 
comes with custom extensions based on your speci�c 
application. Electric power unit available. Optional 
Power Drive System available on jacks 150 Ton and 
larger. Power Drive System self propels SLJ Jack over 
terrain with no effort from operator.

MODEL CAPACITY 
(TONS) MIN. HEIGHT MAX. HEIGHT TOTAL WIDTH FRAME LENGTH HANDLE 

HEIGHT
CYLINDER 
BASE WEIGHT

SLJ10027 100 27" (69 cm) 43" (109 cm) 29" (74 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 771 lbs (350 kg)

SLJ10038 100 38" (97 cm) 65" (165 cm) 29" (74 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 851 lbs (386 kg)

SLJ15027 150 27" (69 cm) 43" (109 cm) 29" (74 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 794 lbs (360 kg)

SLJ15038 150 38" (97 cm) 65" (165 cm) 29" (74 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 905 lbs (410 kg)

SLJ20027 200 27" (69 cm) 43" (109 cm) 32" (82 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 1243 lbs (564 kg)

SLJ20038 200 38" (97 cm) 65" (165 cm) 32" (82 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 1345 lbs (610 kg)

SLJ25027 250 27" (69 cm) 43" (109 cm) 32" (82 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 1415 lbs (640 kg)

SLJ25038 250 38" (97 cm) 65" (165 cm) 32" (82 cm) 96" (244 cm) 40" (101 cm) 13" (33 cm) 1555 lbs (705 kg)

SLJST100 & SLJST200 SUPERLIFT JACK 
STAND TRANSPORTER
� Available for 100 and 200 ton Superlift Jack Stands

SLJS100 & SLJS200 SUPERLIFT JACK STANDS
� �Custom heights can be determined upon order to 

meet the customer�s needs
� Saddle and custom extension supplied with each stand
� Certi�cates of conformity supplied for international 

and domestic requirements

MODEL CAPACITY MIN. HEIGHT ADJUSTABLE WEIGHT

SLJS100 100 TONS 24" (60.96 cm) No 353 lbs (160.12 kg)

SLJS200 200 TONS 32" (81.28 cm) No 639 lbs (289.85 kg)

*More models of SLJ Jack Stands & Transporters available in assorted capacity/sizes. 
Contact Sales for product numbers.

14468LT LOCKY TOP JACK PLATE
� �New interlocking design provides greater stability 

when stacking cribbing blocks
� Easy to handle lanyard, molded out of durable 

high-density polymer
� Non-skid surface prevents jacks from sliding under 

wet or oily conditions
� Dimensions: 24" (61 cm) L x 24" (61 cm) W x 2" (5.08 cm) H
� Weight: 24 lbs (10.9 kg)

AME SUPERSTACKER� KIT
� �Certi�ed and tested
� Interlocking or aggressive non-slip surface
� Non-conducting plastic resists oil and most chemicals
� Does not splinter, like wood
� Carrying lanyards provided on all 6" x 7" and on 

4" x 4" crib blocks
� Made from 100% recycled plastic
� Can be used with Lincoln Log mating or  

pyramid mating
� Sold separately or in kits (see table)

KIT NUMBER 15230 15239 14468LT

15260 12 - -

15260P - 12 -

15254 24 - -

15254P - 24 -

15661 30 - -

15661P - 30 -

15266 12 - 1

15266P - 12 1

15269P - 12 2

15239

MODEL DIMENSIONS COLOR WEIGHT

15230 6" x 7" x 24" Black 26.3 lbs (11.9 kg)

15239 6� x 7� x 24� Black 27 lbs (12 kg)

AME SUPERSTACKER� CRIBBING BLOCK
� �Certi�ed and tested
� Interlocking or aggressive non-slip surface
� Non-conducting plastic resists oil and most chemicals
� Does not splinter, like wood

SUPER 
STACKER 
CRIBBING

15230

PRIMO SUPER 
STACKER 
CRIBBING

15239
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TUBELESS TIRE IRONS & SETS
Sets provide all irons necessary for a variety of tire 
changing applications. Use on standard and large truck 
tires, including industrial, farm, buses, and tractors.

MODEL 
NO.

ITEM 
NO. DESCRIPTION LENGTH STOCK WEIGHT

T46A 34747 Straight Mount/ 
Demount Tool

36" 
(91.4 cm)

3/4" 
(19 cm)

4 1/2 lbs. 
(2.0 kg)

TUBELESS TIRE IRONS & SETS HEAVY-DUTY

MODEL 
NO.

ITEM 
NO. DESCRIPTION LENGTH STOCK WEIGHT

T47A 34847 Straight Mount/ 
Demount Tool

52" 
(132.1cm)

1" (25cm) 11 lbs. 
(5.0kg)

TUBELESS TIRE IRONS & SETS

MODEL NO. ITEM NO. LENGTH STOCK WEIGHT

T45Afi 34645 37" (94 cm) 3/4" (19 mm) 4.6 lbs. (2.1kg)

T45HD 34647 41" (104.1 cm) 7/8" (22 mm) 7 lbs. (3.2kg)

T45A-2000K� 34644 37" (94 cm) 3/4" (19 mm) 5 lbs. (2.2kg)

T45AS 34649 52" (132 cm) 7/8� (22 mm) 9 lbs. (4.1 kg)

T47A

T46A

T45A-2000K

T45AS

LOCK RING TOOLS
These tools are designed to remove lock rings on most 
trucks on the road today. A must have for anyone 
mounting or demounting multi-piece rims.

MODEL NO. ITEM NO. DESCRIPTION LENGTH STOCK WEIGHT

T23A 33223 Truck Lock Ring Remover Designed Especially for Firestone RH And RI rims 30" (76.2 cm) 11/16" (17.5 cm) 3.1 lbs. (1.4 kg)

T48A 34648 Heavy-Duty Lock Ring Tool used for Multi-Piece Wheels, Especially Hub Types 37" (94 cm) 3/4" (19 mm) 4 1/2 lbs. (2.0 kg)

T23A

T48A

FULL LINE KEN-TOOL CATALOG AVAILABLE UPON REQUEST.

TRUCK WRENCH HANDLE 

MODEL NO. ITEM NO. LENGTH STOCK WEIGHT

TR5 32318 22" (56 cm) 3/4" Hex 2.7 lbs (1.2 kg)

HEAVY-DUTY HAMMERS

MODEL 
NO.

ITEM 
NO. DESCRIPTION REPLACEMENT 

HANDLE LENGTH HEAD 
WEIGHT

TG35 35423 Fiber Glass 
Handled

TG11CH 18" 
(46 cm)

4.8 lbs 
(2.2 kg)

35359 35359 Universal HD 
Wheel Weight 
Hammer

T11EHS 12" 
(30.5 cm)

3 lbs (
1.4 kg)

HEAVY-DUTY IMPACT BEAD BREAKERS

MODEL NO. ITEM 
NO. DESCRIPTION LENGTH HEAD 

WEIGHT

T24B 35924 Economy 46" (117 cm) Length 
Extended 72" (183 cm)

13.5 lbs 
(6.1 kg)

T26B 35926 Heavy-duty 50" (127 cm) Length 
Extended 80" (203 cm)

23 lbs 
(10.4 kg) 

T11E

35359

T24B

T26B

TR5

TG35

TG11D

35775

T11ES

35776

TG11E

BEAD BREAKING WEDGES

MODEL 
NO.

ITEM 
NO. DESCRIPTION REPLACEMENT 

HANDLE LENGTH HEAD 
WEIGHT

T11Efi 35329 Wood-Handled 
Wedge

T11EH 30" 
(76.2 cm)

8 1/2 lbs. 
(3.9kg)

TG11E 35429 Fiberglass
Handled Wedge

TG11EH 32" 
(81.3 cm)

8 1/2 lbs. 
(3.9kg)

TG11D 35427 Fiberglass 
Handled Wedge

TG11DH 18" 
(46 cm)

4.8 lbs 
(2.2kg)

T11ES 35330 Wood-Handled 
Wedge

T11EHS 30" 
(76.2 cm)

11 lbs 
(5 kg)

MODEL NO. ITEM NO. DESCRIPTION SIZE WEIGHT

TX9fi 30609 SAE 1 1/2" (38 mm) .73 lbs (.3kg)

TX10 30610 METRIC 35mm .7 lbs (.3kg)

TX12 30612 METRIC 41 mm .7 lbs (.3kg)

TX200 30618 SAE (HEAVY-DUTY) 1 1/2� (38 mm) 2.6 lbs (1.2kg)

TX241 306019 METRIC 41 mm 2.6 lbs (1.2kg)

BUDD NUT WRENCHES
Wrenches hold outer cap nut on dual wheels while turning 
inner nut. Lip �ts in hole to secure wrench in place. Sizes 
offered �t standard and metric Budd nuts.

MODEL NO. ITEM 
NO. DESCRIPTION LENGTH SIZES

35775 35775 SAE 7 1/2" 5/16", 3/8", 7/16", 1/2", 
9/16", 5/8", 11/16", 3/4"

35776 35776 Metric 7 1/2" 10 mm, 11 mm, 12 mm, 13 mm, 
14 mm, 15 mm, 16 mm, 17 mm

8 IN 1 WRENCH
Eight of the most popular size wrenches in one strong, 
professional, compact, and convenient tool. Also available 
in a 6 pc. merchandising display.

TX9fi

TX200

BEAD BREAKING TOOLS, WEDGES, WRENCHESKEN-TOOL KEN-TOOLTUBELESS TIRE IRONS, LOCK RING TOOLS
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ENGINEERED &
MANUFACTUREDUSA
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FULL LINE KEN-TOOL CATALOG AVAILABLE UPON REQUEST.

WARNING: SAFETY CAGES - TIRE CHANGING CAN BE 
DANGEROUS AND SHOULD BE DONE BY TRAINED 
PERSONNEL USING PROPER TOOLS AND EQUIPMENT AS 
DIRECTED BY FEDERAL OSHA STANDARD NO. 29CFR PART 
1910.177. TIRES MAY EXPLODE DURING INFLATION CAUSING 
INJURY TO OPERATOR OR BYSTANDER. WEAR SAFETY 
GOGGLES. KEEP ALL PARTS OF BODY OUTSIDE CAGE. USE 
EXTENSION HOSE, CLIP-ON CHUCK, AND REMOTE VALVE. SEE 
SUPERVISOR FOR SAFETY PROCEDURES.

TIRE MOUNT/DEMOUNT SPOONS

MODEL NO. ITEM NO. LENGTH STOCK WEIGHT

T20A 33220 30" (76.2cm) 11/16" (17.5mm) 3 lbs. (1.4kg)

T20 32120 24" (61 cm) 11/16" (17.5 mm) 2.4 lbs (1.1 kg)

T19A 33219 30" (76.2cm) 11/16" (17.5mm) 3 lbs. (1.4 kg)

T68 WHEEL COVER PULLER/REPLACER

MODEL NO. ITEM NO. LENGTH STOCK WEIGHT

T68 31568 14" (35 cm) 7/16" (11.1 mm) 1.3 lbs (.6 kg)

T20A

T68

SAFETY!

35444

34549

36047-KT

35444 DELUXE BLUE COBRA TRUCK TIRE 
SERVICE SET
Truck Tire Service Set contains all the tools you need to 
change most 22.5" and 24.5" tubeless truck tires 
quickly and easily. All parts can be purchased 
separately. Set ships in 1 Box, weighing 57 lbs.

MODEL NO. ITEM NO. DESCRIPTION QTY.

35110 35110 18" USA Hickory Tire Knocker 2

T19 32119 24" Straight Tire Spoon 2

T20A 33220 30" Curved Tire Spoon 2

T45A 34645 37" Tubeless Tire Iron 2

T45AC 34645C 37" Classic Tubeless Tire Iron 2

T45HD 34647 41" HD Tubeless Tire Iron 2

T46A 34747 26" Tubeless Tire Iron 2

T35 35323 16-1/2" HD Tire Hammer - Wood Handle 1

TG11E 35429 32" Bead Breaking Wedge, Fiberglass Handle 1

35637 35637 18" Passenger 4-Way Lug Wrench, SAE/Metric 2

35638 T9518 23" Light Truck/RV 4-Way Lug Wrench, SAE/Metric 2

TC95 35595 27" HD Truck Lug Wrench, Popular Lug Sizes 1

30721 30721 Wire Rack with Roller Base 1

36047-98 36047-98 Planogram Card with Tie Strap 1

4-WAY LUG WRENCHES

MODEL NO. ITEM NO. PART NAME DESCRIPTION STYLE SOCKET SIZE STOCK LENGTH WEIGHT

T59 35659 Four-Way Lug Wrench 
(Standard) 

Passenger Welded Center 3/4", 13/16", 7/8", 15/16" 22" 
(56 cm)

5/8" 
(16 mm)

4.2 lbs 
(1.9 kg)

T90 35690 Four-Way Lug Wrench 
(Standard)

Light Truck Welded Center 7/8" deep well, 15/16", 1", 
1-1/16"

25" 
(64 cm)

3/4" 
(19 mm)

7.2 lbs 
(3.2 kg)

T9520 35620 Four-Way Lug Wrench 
(Economy)

Passenger Welded Center 3/4", 13/16", 7/8", 17 mm 20" 
(51 cm)

9/16" 
(14 mm)

3.4 lbs 
(1.5 kg)

T61 35661 Four-Way Lug Wrench 
(Economy)

Passenger Welded Center 3/4", 13/16", 7/8", 17 mm 22" 
(56 cm)

9/16" 
(14 mm)

3.8 lbs 
(1.7 kg)

T62 35662 Four-Way Lug Wrench 
(Economy)

Passenger Welded Center 3/4", 13/16", 7/8", 17 mm 18" 
(46 cm)

9/16" 
(14 mm)

3.2 lbs 
(1.5 kg)

T95 35695 Heavy-Duty Truck Lug 
Wrench (SAE)

Forged Center 1-1/16", 1-1/4", 1-1/2",  
13/16" square

27-1/2"  
(70 cm)

1" 
(25 mm)

13.8 lbs 
(6.2 kg)

TC95 35595 Heavy-Duty Truck Lug 
Wrench

Forged Center 1-1/2", 13/16" square, 30,  
 33 mm

27-1/2"  
(70 cm)

1" 
(25 mm)

14.2 lbs 
(6.4 kg)

35630 35630 Economy Four-Way 
Lug Wrench for the 
Do-It-Yourselfer

Passenger Car Welded Center, 
Chrome

11/16" (17 mm), 3/4" (19 mm), 
13/16" (21 mm), 7/8" (22 mm)

20" 
(51 cm)

5/8" 
(16 mm)

3.7 lbs 
(1.7 kg)

35635 35635 Economy Four-Way 
Lug Wrench for the 
Do-It-Yourselfer

Passenger Car Welded Center, 
Chrome

11/16" (17 mm), 3/4" (19 mm), 
13/16" (21 mm), 7/8" (22 mm)

14" 
(36 cm)

5/8" 
(16 mm)

2.6 lbs 
(1.2 kg)

35630

T95T9520T59
MODEL NO. ITEM NO. DESCRIPTION QTY.

35440 35440 Blue Cobra Truck Tire Demount Tool; 
Demounts up to 425 wide tire 

1

T45A 34645 37" Tubeless Tire Iron � Our Best Selling 
Bar!

1

T2022A30 33052 30" Double-End Tire Spoon 1

T11ES 35330 30" Bead Breaking Wedge w/Safety 
Handle, Use with T35 Hammer

1

T35 35323 16 1/2" H.D. Tire Hammer, With  
Replaceable Rubber Head 

1

35848 35848 8 lb Bucket Euro Paste Lube; Dries 
Tacky with Rust Preventative 

1

30512 30512 Euro-Style Lube Applicator Brush 1

31713 31713 Aluminum C-Lok� Bead Holder 2

31810 31810 Leather Rim Protector � Patented! 1

34555 SHARK FIN DUAL WHEEL SEPARATION 
BAG
Works on 15" to 24.5" dual and single wheels and tires on 
trucks and trailers. 3 ft. in�ation hose. 9.75" x 8" x 3/8" height 
de�ated, 5.5" height when fully in�ated. 90 PSI max pushing 
pressure. 150 PSI max rated pressure.

34549 4 PC. DUAL WHEEL SEPARATOR KIT
Makes removing stuck or frozen dual steel wheels quick and 
easy. Includes two pullers to cover large truck, trailer, and 
smaller light truck dual wheel applications. Also use to 
remove singles off hub.

36047-KT TIRE & WHEEL SERVICE CENTER
Eye-catching 15" x 17" full color display card with photos and 
descriptions. Convenient mobile base makes positioning for 
optimum sales a breeze!

34555

TIRE SERVICE KIT, MOUNT/DEMOUNT SPOONS, 
WHEEL COVER PULLER/REPLACERS, RECORE KITSKEN-TOOL KEN-TOOLTIRE ROTATER

DESIGNED,
ENGINEERED &
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T113

T118

T114

TIRE INFLATION CAGES
Mandatory for any shop working with tubeless and multi-piece rims. Made from heavy-
gauge steel tubing welded to a steel base. Guards against blown lock rings and rims. 
Follow safety instructions on cage and OSHA regulation 29-CFR Part 1910.177. Meets 
OSHA regulation requirements for Medium, Heavy-Duty Truck, OTR, Tractor, and Super 
Singles. Ken-Tool offers a size and design for all your needs. For additional safety 
instructions, call Haltec customer service.

PORTABLE INFLATION CAGES

MODEL NO. ITEM NO. DESCRIPTION A HEIGHT B WIDTH BASE MAX PSI WEIGHT

T101 36001 Portable 2-Bar 41" (104 cm) 16" (41 cm) 7" closed x 21-1/2" (18 cm x 55 cm) 130 60 lbs (27.2 kg)

T101A 36007 Portable Wide Base 2-Bar 43-1/2" (111 cm) 20-1/2" (52 cm) 7" closed x 27" (18 cm x 69 cm) 130 72 lbs (32.6 kg)

T119 36019 Portable Magnum 2-Bar 49-1/2" (126 cm) 24-1/2" (62 cm) 7" x 30" closed (18 cm x 76 cm) 130 80 lbs (36.2 kg)

INFLATION CAGES

MODEL NO. ITEM NO. DESCRIPTION A HEIGHT B WIDTH BASE MAX PSI WEIGHT

T102 36002 4-Bar Cage 43-1/2" (111cm) 20-1/2" (52 cm) 31-1/2" x 26" (80 cm x 66 cm) 130 146 lbs (66.2 kg)

T103 36003 3-Bar Passenger & Light 
Truck Cage 

30" (76 cm) 16" (41 cm) 21-1/2" x 22" (55 cm x 56 cm) 130 80 lbs (36.2 kg)

T104 36004 3-Bar Cage (OTR & FARM) 65" (165 cm) 24" (61cm) 30" x 27" (76 cm x 69 cm) 130 158 lbs (72.6 kg)

T105 36005 5-Bar Cage 43-1/2" (111cm) 20-1/2" (52 cm) 41" x 26" (104 cm x 66 cm) 130 182 lbs (82.5 kg)

T106 36006 3-Bar Cage 43-1/2" (111cm) 20-1/2" (52 cm) 26" x 22" (66 cm x 56 cm) 130 134 lbs (60.7 kg)

T108 36008 7-Bar Cage 46" (117 cm) 29" (74 cm) 56" x 34" (86 cm x 142 cm) 130 485 lbs (220 kg)

T109 36009 5-Bar Magnum 41-1/2" (105 cm) 24-1/2" (62 cm) 48" x 30" (122 cm x 76 cm) 130 211 lbs (96 kg)

T110 36010 5-Bar Supermagnum 41-1/2" (105 cm) 24" (61 cm) 48" x 30" (122 cm x 76 cm) 130 248 lbs (112.7 kg)

T111 36011 10-Bar Earthmover 76" (193 cm) 42" (107 cm) 48" x 72" (122 cm x 183 cm) 100 828 lbs (376.4 kg)

T112 36012 12-Bar Cage 87� (221 cm) 48� (122 cm) 60� x 80� (152 cm x 213 cm) 100 1200 lbs (545 kg)

EZ TIRE ROTATORS�

MODEL NO. ITEM NO. DESCRIPTION LENGTH WEIGHT

T113 36013 Magnum EZ Rotator� with Ramp 25" x 28" (64 cm x 71 cm) 22 lbs (10 kg)

T114 36014 EZ Tire Rotator� 17-1/2" x 25-1/2" (44 cm x 65 cm) 16 lbs (7.3 kg)

T118 36018 EZ Rotator� with Ramp 25" x 25" (64 cm x 64 cm) 21 lbs (9.5 kg)

T102 T105

T101 
(CLOSED)

T104T103 T106

T101A

T108

T109 T110 T111 T119

36014-T114 EZ TIRE ROTATOR FOR INFLATION CAGES
� Reduces back strain while handling large tire and wheel assemblies
� EZ Tire Rotator �ts any Ken-Tool 3-Bar, 4-Bar, and 5-Bar In�ation Cage, plus many competitive cages
� No need to lift or remove rim/wheel assembly from cage when repositioning valve stem for access through the 

cage tubes
� Allows tire tech to easily and quickly rotate rim/wheel assembly inside the safety cage in order to adjust 

position of valve stems
� Reduces handling, back strain and user fatigue; increases safety
� Easily installed or moved to another cage-no fastening required
� No assembly required; simply place in center of the cage
� Feature heavy-duty 2" ball-bearing rollers and 1/4" thick steel stock for long service
� Boxed and UPS shippable
� Made in the USA. Patented

KT55 KT4650KT65 KT4800

VISES

MODEL 
NO.

ITEM 
NO. DESCRIPTION WEIGHT JAW WIDTH JAW OPENING THROAT 

DEPTH
PIPE JAW 
CAPACITY

KT55 64055 Professional Workshop 
Vise

27 lbs (12.3 kg) 5-1/2" (14 cm) 7-1/2" (19.1 cm) 3-1/4" (8.3 cm) 1/8"-2-1/2" (.3-6.4 cm)

KT65 64065 Professional Workshop 
Vise

38 lbs (17.3 kg) 6-1/2" (16.5 cm) 9" (22.9 cm) 3-7/8" (9.8 cm) 1/8"-3-1/2" (.3-8.9 cm)

KT4650 64650 Professional Reversible 
Mechanic’s Vise

52 lbs (23.6 kg) 6-1/2" (16.5 cm) 9"-12" (22.9-30.5 cm) 4" (10.1 cm) 1/8"-4-1/4" (.3-10.8 cm)

KT4800 64800 Professional Reversible 
Mechanic’s Vise

74 lbs (33.6 kg) 8" (20.3 cm) 11"-14" (28-35.6 cm) 4-7/8" (12.4 cm) 1/8"-4-1/4" (.3-10.8 cm)

T112

INFLATION CAGES, MOUNT/DEMOUNT SPOONS, 
WHEEL PROTECTORKEN-TOOL KEN-TOOLINFLATION CAGES, MOUNT/DEMOUNT SPOONS, 

WHEEL PROTECTOR
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